


Fogli prodotto

B01886

Soggetto tecnico da cambiare

TA-GN 80x60 W Canale porta cavi con guide sulla base BIANCO

Proprietà tecniche

Coperchio

Coperchio rimovibile solo con attrezzo

Materiali

Colore RAL Bianco RAL 9001

Materiale PVC

Dimensioni

Lunghezza 2000 mm

Altezza 60 mm

Base 80 mm

Installazione, montaggio

Film protettivo Si

Cavo

Sezione interna 4110 mm²

Equipaggiamento

Numero di separatori installabili 1

Norme, Omologazioni

Norme di riferimento EN50085-2-1

Direttiva europea RoHs compatibilità volontaria

Classificazione UL94 V0

Sicurezza

Grado di protezione dell’involucro IP40

Grado di resistenza al filo incandescente secondo EN 60695-2-11 : 960°C

Resistenza agli urti IK08

Condizioni d'impiego

Temperatura d’esercizio 5 … 60 °C

B01886
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Fogli prodotto

B02415

Soggetto tecnico da cambiare

SEP-G 60 Separatore per canali linee TA-GN GRIGIO

Proprietà tecniche

Materiali

Colore RAL Grigio RAL 7030

Materiale PVC

Dimensioni

Lunghezza 2000 mm

Altezza 60 mm

Norme, Omologazioni

Norme di riferimento EN50085-2-1

Direttiva europea RoHs compatibilità volontaria

Condizioni d'impiego

Temperatura d’esercizio 5 … 60 °C

B02415
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BC-2S
Speaker Bulk Cable

| Speakers 

Kramer’s BC−2S is a high−quality twisted pair cable
designed for  connecting speakers and amplifiers in
commercial or residential AV systems

FEATURES

Quality  Construction - Conductors  are  stranded  16AWG copper  and  the  conductor  jackets  are
color−coded red/black.  Rugged and  flexible  jacket  with  sequential  markings  every  meter.  Low
capacitance due to high strand count, 26/30
Length - Available in reels of 300m (985ft)

 



TECHNICAL SPECIFICATIONS

CONDUCTORS Material: Bare Copper

Size: 2x16 AWG (26/30)

Diameter: 1.478 mm

INSULATION Material: PVC

Diameter: 2.0±0.09 mm

Average Thickness: 0.261mm

Color: Color coded − Black & red

JACKET Material: PVC

Diameter: 5.6 ± 0.19mm

Color: White

ELECTRICAL Temperature Rating: 75˚C

Insulation Resistance: DC−500V 10MΩ/KM MIN. at 20℃

Conductor Resistance: 16AWG−13.7Ω/KM MAX. at 20℃

Maximum Operating Voltage 30V

STANDARDS
COMPLIANCE

UL: CM

RoHS: 2011/65/ EU
 



CONFIGURATIONS

BC-2S-300M 1 Pair: 16 AWG Speaker Bulk Cable



BCLS-21
CAT 6 U/UTP 23AWG 600MHz Bulk Cable −
Low Smoke & Halogen Free

Kramer’s  BCLS−21  is  a  high−performance  CAT  6
U/UTP  cable  designed  for  IT,  LAN  and  Ethernet
installations.  It  is  constructed  with  four  pairs  of
23AWG solid  bare  copper  conductors  with  a  cross
filler. It is enclosed in an LSZH jacket with internal rip
cord and sequential markings every meter and packed
in a Reelex II  carton for easy to pull−out. BCLS−21
cable  exceeds  CAT  6  specifications  to  provide
additional  performance  and  bandwidth  beyond  the
basic standard

FEATURES

High-Performance Transmission
High-Quality Safety Properties
Sweep Frequency up to 600MHz
Length - Available in Reelex Cartons of 305m (1000ft)

 



TECHNICAL SPECIFICATIONS

CONSTRUCTION Conductor: 4 pairs of 23AWG solid bare copper

Insulation: Polyolefin (PO); blue & white/blue stripe, orange & white/orange stripe,
green & white/green stripe, brown & white/brown stripe

Twist: Left−hand

Assembly: Left hand direction

Rip Cord: Polyester multi−yarn

Jacket: Low smoke zero halogen (LSZH), green (Pantone 363C)

Filler: Polyolefin (PO)

DIAMETERS Jacket: Diameter: 6.0 ±0.2mm; thickness: 0.50 ±0.05mm

Insulation: Blue & white/blue stripe: 0.97 ± 0.02mm
Orange & white/orange stripe: 0.93 ± 0.02mm
Green & white/green stripe: 0.96 ± 0.02mm
Brown & white/brown stripe: 0.93 ± 0.02mm

ELECTRICAL Temperature & Voltage Rating: 60°C @300V

Spark Test: 2.5kV DC

AC Leakage Current: ≤10mA (1.5kV AC) through overall jacket

Conductor DC Resistance: ≤9.38Ω /100m

Resistance Unbalance: ≤5%

Dielectric Strength: 1.5kV AC for 2sec

Insulation Resistance: ≥5000MΩ /m

Mutual Capacitance: ≤5.6nF /100m

Capacitance Unbalance: ≤330pF /100m pair−to−ground

Characteristic Impedance: 100±15Ω @1~100MHz

Coupling Attenuation: ≤55dB @30MHz, ≤47dB @250MHz

USAGE AND
ENVIRONMENTAL

Cable Cold Bend: −20°C for 4hr

Insulation Tensile Strength: 2400 PSI min. (1.69kg/m^2)

NVP 69%

Temperature Range: Storage & shipping: −20°C to 60°C; installation: −0°C to
60°C; operation: −20°C to 60°C

Minimum Bending Radius: ≥4 times of overall diameter

Maximum Pulling Tension: ≤110N

REGULATORY
PERFORMANCE

ANSI/TIA-568-C.2 (2009): Balanced Twisted−Pair Telecommunications Cabling
and Components Standards

ISO/IEC 11801 (Edition 2.2): Information technology − Generic cabling for
customer premises

IEC 61156-5 (Edition 2.0): Multicore and symmetrical pair/quad cables for digital
communications − Part 5: Symmetrical pair/quad cables with transmission
characteristics up to 1000 MHz − Horizontal floor wiring − Sectional specification



EN 50288-6-1:2013: Multi−element metallic cables used in analogue and digital
communication and control − Part 6−1: Sectional specification for unscreened
cables characterized up to 250MHz − Horizontal and building backbone cables

REGULATORY
SAFETY

EN 50173-1:2011: Information technology − Generic cabling systems − Part 1:
General requirements

IEC 60332-1-2: Tests on electric and optical fiber cables under fire conditions −
Part 1−2: Test for vertical flame propagation for a single insulated wire or cable −
Procedure for 1kW pre−mixed flame

IEC 61034-1 / 61034-2: Measurement of smoke density of cables burning under
defined conditions

IEC 60754-2 Test on gases evolved during combustion of materials from cables

EU Directive 2011/65/EC (RoHS 2)

EU Directive 2006/95/EC (LVD)

CE compliance date: 2010.01.01
 



CONFIGURATIONS

BCLS-21GR-3 CAT 6 U/UTP LSZH Cable - Green







124

Sicurezza 

e ambiente

conduttori
isolamento
colorazione anime
assemblaggio
schermatura
guaina esterna

ß essibile in rame nudo

mescola elastomerica a base siliconica G4 (qualità EI2)

(1)rosso, (2)nero, (3)bianco, (4)blu

anime isolate riunite assieme e fasciate con nastro PET

nastro metallico e conduttore di continuità in rame stagnato ß essibile

mescola FRNC-LSZH di qualità “M1” - colore rosso RAL3000  

• tensione di esercizio (Uo/U) 100/100V    • resistenza conduttori (@ 20°C):  39,0 /km    

• tensione di esercizio (Uo/U) 100/100V    • resistenza conduttori (@ 20°C):  26,0 /km    

• tensione di esercizio (Uo/U) 100/100V    • resistenza conduttori (@ 20°C):  19,5 /km    

• tensione di esercizio (Uo/U) 100/100V    • resistenza conduttori (@ 20°C):  13,3 /km    

• tensione di esercizio (Uo/U) 100/100V    • resistenza conduttori (@ 20°C):  7,98 /km    

formazione
codice
Ø esterno nom. [mm]
cordatura elem. [tors/m]
peso indicativo [Kg/Km]
tiro max installazione [N]

formazione
codice
Ø esterno nom. [mm]
cordatura elem. [tors/m]
peso indicativo [Kg/Km]
tiro max installazione [N]

formazione
codice
Ø esterno nom. [mm]
cordatura elem. [tors/m]
peso indicativo [Kg/Km]
tiro max installazione [N]

formazione
codice
Ø esterno nom. [mm]
cordatura elem. [ m]
peso indicativo [Kg/Km]
tiro max installazione [N]

formazione
codice
Ø esterno nom. [mm]
cordatura elem. [ m]
peso indicativo [Kg/Km]
tiro max installazione [N]

prova di tensione su isolamento
prova di tensione su guaina
resistenza d’isolamento
temperatura operativa
raggio min curvatura

Standard di riferimento

applicazioni comuni 
note

2×0,50mm2  
0210202

6,3  

> 20

48   

50 (ca. 5kg)

2×0,75mm2  
0210212

6,9 

> 12

61   

80 (ca. 8kg)

2×1,00mm2  
0210222

7,1 

> 12

67   

100 (ca. 10kg)

2×1,50mm2  
0210232

7,8 

> 10

84   

150 (ca. 15kg)

2×2,50mm2  
0210242

8,9 

> 10

117   

250 (ca. 25kg)

4×0,50mm2  
0210204

7,4

> 12

76  

100 (ca. 10kg)

4×0,75mm2  
0210214

8,2

> 10

95   

150 (ca. 15kg)

4×1,00mm2  
0210224

8,4

> 10

107  

200 (ca. 20kg)

4×1,50mm2  
0210234

9,2

> 10

122   

300 (ca. 30kg)

2,0 kVac × 15 min

2,5 kVac × 5 min 

 200 M ×km

-30°C / +70°C

10 × Ø esterno

• UNI 9795:2013  • CEI 20-105  • CEI 20-105 ;V1 • EN 50200 (PH30)  • CEI EN 60332-3-25

• CEI EN 60332-1-2  • CEI EN 50267-2-1  • CEI EN 50267-2-2  • CEI EN 61034-2  • CEI 20-11

• CEI 20-29  • CEI 20-52  

• sistemi di rilevamento incendio

• sono idonei per essere posati nella stessa conduttura con circuiti di sistemi elettrici con tensione nominale 
verso terra Þ no a 400V, tipicamente i sistemi di potenza 230/400V. Tale caratteristica è garantita dalla marca-
tura sul cavo Uo=400V

SEZIONE 0,50 mm2

SEZIONE 0,75 mm2

SEZIONE 1,00 mm2

SEZIONE 1,50 mm2

SEZIONE 2,50 mm2

ALTRE PROPRIETÀ

CAVI RESISTENTI AL FUOCO PER SISTEMI DI RIVELAZIONE INCENDIO  

SECONDO UNI 9795:2013  SERIE  SiF9795-SH-PH30  100/100V

COSTRUZIONE:  FG4OHM1  

CAVI  MULTIPOLARI  SCHERMATI  

POSA FISSA

2006 2011

COSTRUZIONE

to s/r

tors/







Scheda Tecnica Prodotto
GW44024
Serie 44 CE

 
 

Gamma di cassette di derivazione stagne da parete serie 44 CE rispondenti alle Norme internazionali IEC
60670-1 (CEI 23-48) e IEC 60670-22 (CEI 23-94) e realizzate con tecnopolimeri ad elevate prestazioni. La
gamma si compone di versioni con gradi IP44, IP55, IP56 con pareti liscie o passacavi ad ingresso rapido e
con coperchi ciechi/trasparenti, alti/bassi, a pressione/a vite, disponibili in differenti materiali autoestinguenti
(fino a GWT 960°C). Idonee per derivazione ordinaria, per impieghi speciali e per impieghi industriali.

II (secondo Norma IEC 61140)Classe isolamento Grigio RAL 7035Colore
IP55Grado di protezione Tecnopolimero GWPLAST 75Materiale
IK08Resistenza agli urti 100x100x50Dim. interne BxHxP (mm)

6 / 29Entrate N. fori / Ø 4 isol. a 1/4 di giro, piombabiliViti coperchio (n. e tipo)
Derivazioni ordinarieApplicazione 650 °CGlow Wire Test

Basso a viteCoperchio -25 +60 °CTemperatura di impiego
Halogen free secondo norma EN 60754-2Tipo Materiale 02210Codice Electrocod

85 °CTermopressione con biglia 1 NMCoppia serraggio viti
Con passacaviPareti GW44622Accessori per ripristino isolamento

DIMENSIONALE

SIMBOLOGIA TECNICA

II (secondo Norma
IEC 61140)

650 °C

-25 +60 °C

Halogen free
secondo norma EN

60754-2

85 °C

MARCHI/APPROVAZIONI

 

GEWISS S.p.A. Via A. Volta, 1
24069 Cenate Sotto - Bergamo - Italy

tel. +39 035 94 61 11 fax +39 035 94 69 09

www.gewiss.com
sat@gewiss.com

aggiornamento del 05/04/2019

Dati, misure, disegni e foto sono riportati a
titolo informativo, essendo possibile la loro

modifica senza alcun preavviso



Scheda Tecnica Prodotto
GW44026
Serie 44 CE

 
 

Gamma di cassette di derivazione stagne da parete serie 44 CE rispondenti alle Norme internazionali IEC
60670-1 (CEI 23-48) e IEC 60670-22 (CEI 23-94) e realizzate con tecnopolimeri ad elevate prestazioni. La
gamma si compone di versioni con gradi IP44, IP55, IP56 con pareti liscie o passacavi ad ingresso rapido e
con coperchi ciechi/trasparenti, alti/bassi, a pressione/a vite, disponibili in differenti materiali autoestinguenti
(fino a GWT 960°C). Idonee per derivazione ordinaria, per impieghi speciali e per impieghi industriali.

II (secondo Norma IEC 61140)Classe isolamento Grigio RAL 7035Colore
IP55Grado di protezione Tecnopolimero GWPLAST 75Materiale
IK08Resistenza agli urti 150x110x70Dim. interne BxHxP (mm)

10 / 29Entrate N. fori / Ø 4 isol. a 1/4 di giro, piombabiliViti coperchio (n. e tipo)
Derivazioni ordinarieApplicazione 650 °CGlow Wire Test

Basso a viteCoperchio -25 +60 °CTemperatura di impiego
Halogen free secondo norma EN 60754-2Tipo Materiale 02210Codice Electrocod

85 °CTermopressione con biglia 1.2 NMCoppia serraggio viti
Con passacaviPareti GW44622Accessori per ripristino isolamento

DIMENSIONALE

SIMBOLOGIA TECNICA

II (secondo Norma
IEC 61140)

650 °C

-25 +60 °C

Halogen free
secondo norma EN

60754-2

85 °C

MARCHI/APPROVAZIONI

 

GEWISS S.p.A. Via A. Volta, 1
24069 Cenate Sotto - Bergamo - Italy

tel. +39 035 94 61 11 fax +39 035 94 69 09

www.gewiss.com
sat@gewiss.com

aggiornamento del 02/04/2019

Dati, misure, disegni e foto sono riportati a
titolo informativo, essendo possibile la loro

modifica senza alcun preavviso
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Product Specification
ICE-CAT 6/550 MHz

Description
ICE-CAT 6/550 MHz 23AWG.

Description
Rated Voltage (V) 300
Rated Temperature (ºC) 75
Product Standard Certification (UL) CMR or c(UL) CMG
Flame test CMR & FT4

Application
Network / Ethernet signals for audio, video and data.

Reference Standard:
UL 444 & the customer´s specification

Performance

Electrical Characteristics (20°C)
Voltage 300 Volts RMS
Temperature -20°C to 75°C
Dielectric Strength AC-500V/1 Minute

Mechanical Characteristics
Test Object Jacket
Test Material PVC
Before Aging Tensile Strength ≥1.05 (kg/mmP2) 

Construction
Conductor Solid Bare Copper
Component 8C
AWG 23
Construction (mm) 1/0.574
Stranded Dia. (mm) 0.574 +/- .005
Insulation HDPE
Nom. Thickness (mm) 0.21
Insulation Dia. (±0.05mm) 1.01 +/- .02

Ripcord 210 Dx6 Nylon Thread
Jacket PVC (RoHS)
Nom. Thickness (mm) 0.51 +/- .05
Outder Dia. (±0.10mm) 5.8 +/- 0.3

Insulation/Conductor Colors
Component P1. Blue & White/Blue 
 P2. Orange & White/Orange
 P3. Green & White/Green
 P4. Brown & White/Brown

Jacket Colors: Blue (Pantone: 3005U)
 White (Pantone: White)
 Yellow (Pantone: Yellow U)
 Gray (Pantone: 430C)
 Green (Pantone: 334U)

Marking

Jacket Marking (black)
ICE CABLE SYSTEMS CATEGORY 6 550MHZ CMR ETL 
VERIFIED TO TIA/EIA-568-B.2-1 E312434-22 (UL) CMR 
OR c(UL) CMG FT4 75C 23AWG 4PR UTP APP:
DATA PHONE ROOM: ENT KIT NK FAM LR DR POWD OFF 
POO PAT MBR MBA BR1 BR2 BR3 BR4 BR5 GAR GYM 
OTHER WALL:N S E W
JACK: 1 2 3 4 5 6 USE: KPAD TPAD LAN TEL “RoHS” 
XXXX/XXXX FT

Cross SectionPackaging

Box 500 Ft.

CL3 FT4

JACKET

RIPCORD 
(210Dx6)TWISTED PAIR

SEPARATOR X

2P
4P

3P

1P

Sequential footmarks applied every four feet in conjunction with the print legend.
“XXX/XXX” Stands for Length. eg: 000/1000; 004/0996; 008/0992.
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Product Specification
ICE-CAT 6/550 MHz

Performance

Electrical Characteristics
a. Conductor resistance: Max. 9.38 ohms/100m at 20°C;
b. D-C Resistance Unbalance: Max. 2.5%;
c. Pair–to–Ground Capacitance Unbalance: Max. 330 pF/100m;
d. Characteristic Impedance (1-250MHz): 100 +/- 15 ohms/18 ohms/20 ohms/22ohms
e. Propagation Delay Skew (1-250MHz): Max. 45ns/100m;
f. Mutual capacitance: 46-56 pF/M
 Test report: Pair1=52.6pF/M. Pair2=51.2pF/M. Pair3=53.4pF/M. Pair4=50.5pF/M

Frequency 
(MHz)

Attenuation 
(dB/100m)

NEXT 
(dB/100m)

PSNEXT 
(dB)

ELFEXT 
(dB/100m)

PSELFEXT 
(dB/100m)

RL 
(dB)

DELAY 
(ns/100m)

VOP 
(%)

ACR 
(dB)Min

0.772 1.8 76.0 74.0 70.0 67.0 19.4 575.0 - -

1 2.0 74.3 72.3 67.8 64.8 20.0 570.0 58.5 72.3

4 3.8 65.3 63.3 55.8 52.8 23.0 552.0 60.4 61.5

8 5.3 60.8 58.8 49.7 46.7 24.5 546.7 61.0 55.5

10 6.0 59.3 57.3 47.8 44.8 25.0 545.0 61.1 53.3

16 7.6 56.2 54.2 43.7 40.7 25.0 543.0 61.4 48.6

20 8.5 54.8 52.8 41.8 38.8 25.0 542.0 61.5 45.9

25 9.5 53.3 51.3 39.8 36.8 24.3 541.2 61.6 43.8

31.25 10.7 51.9 49.9 37.9 34.9 23.6 540.4 61.7 41.2

62.50 15.4 47.4 45.4 31.9 28.9 21.5 538.6 61.9 32.0

100 19.8 44.3 42.3 27.8 24.8 20.1 538.0 62.0 20.5

200 29.0 39.8 37.8 21.8 18.8 18 536.5 62.1 10.8

250 32.8 38.3 36.3 19.8 16.8 17.3 536.0 62.1 5.5

450 46.0 34.5 32.5 14.7 11.7 15.5 535.7 62.2 -

550 51.8 33.2 31.2 13.0 10.0 14.9 535.6 62.2 -
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CM586250
CM50XXLGS X-LARGE WALL MOUNT

Technical

Finish Pre-galvanised

Material Steel

Type Extra large

Weight (kg) 0.24

Width (mm) 196

Great King Street North, Birmingham

 T: 0345 605 4333 E: legrand.sales@legrand.co.uk W: http://www.legrand.co.uk
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